
Spec Sheet

VidFleet™ AI+ 
AI Edge Based Connected Multi-Camera with DMAS

The VidFleet AI + is the industry-leading 4K, Internet-connected dash camera designed to 
get crystal clear video on demand while exonerating drivers after an accident, train for 
best practices, and lower fleet costs. The integrated windshield-mounted head unit 
simultaneously captures everything happening on the road and in the cabin in crystal clear 
quality.  The VF AI+ automatically uploads the video footage to the VidFleet cloud to 
review footage of accidents, harsh driving, and other events of interest. GPS Trackit’s 
intuitive cloud-based software provides real-time notification to the fleet administrator 
about events happening in the field.  Additionally, the powerful reporting tools enable fleet 
operators to implement safety coaching programs, prevent accidents, and lower costs. 



Forward Field of View: 130° at 4K Ultra 
HD with High Dynamic Range
Driver Field of View: 360° at 1080P Full 
HD
Network Data: Global Bands
WiFi:  802.11 b/g/n
Access point for direct connect and 
installation.
GPS:  GPS GLONASS
DMS Eye Tracking Camera Yes; for 
Enhanced DMS functionality

Driver AI with DMS Camera: 
• Distracted Driving
• Drowsy
• Smoking
• Seatbelt Sensing
• Cell-Phone Use

Sensors: 
• Vehicle Impact
• Harsh Brake
• Acceleration
• Speeding
• Sharp Turn
• Geofence
• Event Trigger Button
• Tamper Alert

Automatic upload:  Automatically 
uploads video footage of safety-related 
incidents
On-Demand upload: Request video of 
specific time periods for offline review.
Hibernation: The camera goes on stand-
by when the vehicle is off  
The camera will wake up on vehicle 
impact
Remote Wakeup: Wake up to live stream 
if the vehicle is off
Live Streaming: Included

Operating Temperature: 32°F to 158°F 
(0°C to 70°C)
Storage Temperature: 14°F to 185°F (-10°C 
to 85°C)

Anti-Tamper: SD Card, SIM, and Power 
Protected from Tampering

External Security Light: Intermittent blink-
ing of exterior light to notify would-be van-
dals

Storage/Memory : 128 GB High Endurance 
Industrial SD card Supports up to 512 GB 
SD card

Over the Air Updates: Included

Real-Time Edge Coaching: English Lan-
guage Coaching

Built-in Speaker: Inward-facing audio 
speaker for voice feedback

Mounting: Mounts to windshield via indus-
trial-grade adhesive tape (included)

Power: Connects via 3 Wire connect or 
Optional OBD Cable

Warranty: 24 Months

Enterprise License: Hosted software
Cellular Connectivity
Ongoing Software Upgrades
Maintenance
24/7 Live Support 

Record Button: Trigger button mounted on 
the camera base
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